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RISK ASSESSMENT PROFORMA
	Operation

Painting of Lock and Bridges
	Ref. No. 21
	Issue No.

1

	
	Date:


	Review by:




L - Likelihood:  S - Severity:  L & S Descriptions - See procedure Sect 6.4   RV - Risk Value L x S:   RL - Risk Level:  High / Medium / Low 
	TASK
	Step 1

HAZARD
	Step 2

WHO IS EXPOSED?
	Step 3

EXISTING CONTROLS
	Step 4

RISK ASSESS
	Step 5

ADDITIONAL CONTROLS
	Step 6

RISK ASSESS

	
	
	
	
	L
	S
	RV
	RL
	
	L
	S
	RV
	RL

	Preparation of surfaces to be painted.
	Inhalation fumes, dust. Flying debris and splinters. General cuts & abrasions
	Volunteers
	Use of dust masks and safety goggles, gloves and overalls.

Only 110 volts equipment to be used on site. Generators to be earthed with spike.
	2
	1
	2
	L
	None 
	
	
	
	

	Use of paint by brush, spray or roller
	Inhalation of toxic fumes, dust.
	Volunteers
	Use of water based paints to reduce toxic fumes. Information from COSHH assessment to be incorporated into method
	2
	1
	2
	L
	Ensure generator exhausts are positioned away from work.
	2
	1
	2
	L

	Working next to water at locks & over bridges
	Falling in leading to injury or drowning
	Volunteers

	Use of Lifejackets, edge protection and safety harness where required. Possible rescue equipment to be available. 
	1
	5


	5
	M
	When working, signs must be placed out warning of the hazards of wet materials.
	1
	5
	5
	M

	Working at heights on bridges, dewatered locks
	Falls leading to major injuries. Materials or tools falling
	Volunteers
	Scaffolding erected by competent persons and inspected on daily basis. Use of edge protection. 

No working off ladders. Used for access to scaffolding only.
	2
	4
	8
	M
	None Required
	
	
	
	

	Working next to road traffic
	Struck by vehicles
	Volunteers 
	Works of this nature to be pre planned. Work area to be signed to warn vehicular traffic by competent person under New Roads Street Works Act. Use of traffic cones to separate traffic from work area. Possible use of traffic lights if required to control flow of traffic.
	2
	4


	8
	M
	None Required
	
	
	
	

	Use of electric power tools/equipment for preparation of surfaces
	Electric shock from equipment


	Volunteers
	All electric equipment must be tested as safe to use. Operators must be competent to operate the equipment. 

Maintenance of machinery.

PPE-suitable ear defenders

Stop operation as pedestrians pass.
Only 110 volts equipment to be used
	1
	4
	4
	M
	None
	
	
	
	

	Use of electric power tools/equipment for preparation of surfaces
	Noise


	Volunteers
	All electric equipment must be tested as safe to use. Operators must be competent to operate the equipment. Maintenance of machinery.

PPE-suitable ear defenders

Stop operation as pedestrians pass.

Only 110 volts equipment to be used
	1
	4
	4
	M
	Limit exposure times to noise 
	1
	4
	4
	M

	Use of electric power tools/equipment for preparation of surfaces
	Hand Arm Vibration
	Volunteers
	All electric equipment must be tested as safe to use. Operators must be competent to operate the equipment. Maintenance of machinery.

Stop operation as pedestrians pass.

Only 110 volts equipment to be used
	1
	4
	4
	M
	Reduce exposure limits to vibration
	1
	4
	4
	M

	Access and egress to and from work area
	Slips, Trips & 
Falls


	Volunteers
	Safe means of access must be assured, with suitable signs and barriers if required. Pre planning or storage areas. Cables positioned maintain trip free routes
	1
	3
	3


	L
	None Required
	
	
	
	

	Use of cleaning substances for preparation of surfaces
	Contact with hazardous substances,
	Volunteers, Visitors And Members of the Public
	Information from COSHH assessment incorporated into method. Use of goggles, gloves, overalls and masks.
	1
	3
	3


	L
	None Required
	
	
	
	

	Refuelling / topping up oil on equipment
	Fire/Explosion- 
	Volunteers, Visitors and members of the public.
	Designated and cordoned off area for refuelling. No Smoking. No naked flames. Lids to be kept on fuel containers when not in use. Fire extinguisher available. Warning signs.

COSHH guidance for fuel and oil.
	3
	5
	15
	H
	Use suitable Fuel containers.

Review COSHH data.
	2
	1
	2
	L

	Environment.
	Fuel / Paint  spills

Waste materials
	Volunteers.

Members of the public
	Only use containers, which are specially designed for fuelling and lubrication.  Pollution spills kit to be on site 
	3
	1
	3
	L
	Ground contamination to be avoided from paints, fuels, and degreasing fluids.
	2
	1
	2
	L


	Step 7

CAN THE JOB PROCEED?                          (Tick one box)
	
	Safe using existing control measures

	
	X
	Safe using existing + additional control measures

	
	
	Not safe to proceed

	ARE THERE ANY LONG TERM CONTROLS?


	No


	ASSESSED BY:
	Name T.Maidment
	Name 
	Name 3

	AUTHORISED BY:
	Name (Printed)


	Name (Signed)
	Date


SEVERITY





Risk Level Diagram








Cotswold Canals Trust
Page 3
28/01/08

